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Entegrity Deadbolt Installation Guide

PREPARE FOR INSTALLATION

IMPORTANT NOTES

Tools Needed
▪ Phillips screwdriver
▪ Tape Measure
▪ Pencil

Optional
▪ Flathead screwdriver
▪ Hammer

DO NOT use a power drill for installation
▪ Install and test lock with door open to avoid being locked out.
▪ Please use four alkaline batteries for the best performance.
▪ Read the precautions and instructions in this manual before

installing and using this lock. Save this manual for future reference.

1.    Pre-installation – Hardware

Part
1
2
3
4
5
6
7

7A
8
9

10

11
12

Not Shown

Description
Adjustable Bolt
Exterior Escutcheon Assembly
Interior Escutcheon Assembly
Battery Cover
Mounting Plate
Interior Gasket
Anti-pry Shield
Tailpiece
Strike Plate
Dust Box
▪ (4) 8-32x3/4”(19mm) Combination Screw
▪ (2) 1/4“x28x2”(50.8mm) Mounting Bolt
▪ (2) M4.0xP0.7-15/32”(12mm) Interior Escutcheon Bolt

AA Alkaline Batteries (not included)
Battery Cover Screw
Wood Door Frame Reinforcer with (2) 3" (76mm) Long Screw

Quantity
1
1
1
1
1
1
1
1
1
1
1

4
1
1
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NOTE:
▪ If your door is pre-drilled, check the hole sizes to make 

sure they are the proper size. If they are the proper size, 
skip to the Installation section.

▪ Drill from both sides of the door to prevent wood 
splitting.

2.    Pre-installation – Door Preparation

Use the TEMPLATE to mark the door, drill holes, and chisel out the mortise.

Prep door for latch

1

2 Prepare the door jamb – use the strike 
plate as a template to drill the latch and 
screw holes and chisel out the mortise. 
The strike plate must fit flush with the 
surface of the door jamb.

NOTE:
▪ If the backset of your door is 2-3/4"(70㎜), 

you do not need to do anything. Bolt ships 
with factory preset 2-3/4"(70㎜) backset.

▪ If the backset of your door is 2-3/8"(60㎜), 
you need to adjust your bolt.
А. Bolt must be in a retracted(unlocked) 
position. (If necessary, use screwdriver to 
turn cam and retract bolt.)
B. Press on the bolt with thumb. Rotate 
faceplate and push down to move housing 
to next position.

3 Adjust bolt length, if necessary

Door jamb hole dimension
▪ 1-3/16”(30mm)
▪ 1-9/64”(29mm)
▪ 7/8”(22mm)

Strike dimension
▪ 5/32”(4mm)
▪ 2-1/4”(57mm)
▪ 1”(25mm)

A. Bolt must be retracted B. Adjust backset
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The latch bolt should
be in retracted position.

Slot in the bolt should be along the bottom 
edge of the backet. Insert screws and tighten. 

3.   Installation

INSTALLING THE LOCK ASSEMBLIES1
A. Install Bolt

B. Install the outside lock assemblies

C. Install the Inside assemblies.

Slide tailpiece through the slot in the bolt, 
and route wire over bolt.

The bulged part of the mounting plate
must face towards the door.

NOTE: 
RH Door Tailpiece should be horizontal,
LH Door Tailpiece should be vertical

10

Slide the cable through
the notch in mounting plate.
Insert screws and tighten. Do 
 not overtighten.

NOTE:
▪ Connect the cable firmly

into connector header.
▪ Make sure thumbturn is vertical. 
▪ Be sure not to pinch the wire.

Install the thumbturn
assembly.
▪ Rotate the thumbturn

to a vertical position.

Connect the wires. 

10
Insert screws (2)
and tighten

VPDBIG0425EntegritySmart.com



Test Mechanical Operation2

Install Batteries and Cover3

Inside of Door

Lock (extend bolt)

Inside of Door

Unlock (retract bolt)

NOTE:
If you can't extend the bolt, tailpiece orientation
needs to be adjusted.

NOTE:
Please use four alkaline batteries for better performance.
Bolt must be in retracted(unlocked) position before installing batteries.

Check

Rotate thumbturn
towards door edge.

Install batteries

Install battery cover

Insert screws and tighten
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